
Fo
to

: W
ik

im
ed

ia
 C

om
m

on
s/

K
ev

in
 D

es
m

on
d

2

Heidelberg PDF Report
Color image resolution 157 dpi is below 260 dpi



Czas w [s]
10-6 10-3 10-0 103

1

2

3

4

5
KU

napięcie robocze

przepięcie tymczasowe

przepięcie łączeniowe

Uderzenie pioruna

230V

255V - 440V

Kilkaset V
do kV

Kilka kV
do MV

3



4

Heidelberg PDF Report
Color image resolution 245 dpi is below 260 dpi

Heidelberg PDF Report
Color image resolution 243 dpi is below 260 dpi



5

Heidelberg PDF Report
Color image resolution 222 dpi is below 260 dpi

Heidelberg PDF Report
Color image resolution 210 dpi is below 260 dpi



6

Heidelberg PDF Report
Maximum dot area 400% is above the 320% threshold



Rys. 3:  
Napięcie  
impulsowe 
(1.2/50µs)

Nieograniczona fala napięciowa 

kA
kV

Wytrzymałość
izolacji

Rys. 4:  
Ograniczenie
przepięcia  
i prądu wyład.
(8/20 μs) za
pomocą SPD

Impulsowy prąd odprowadzany
przez urządzenie przeciwprzepięciowe

Ograniczenie napięcia
do bezpiecznych wartości

kA
kV

Wytrzymałość
izolacji

7



8

Heidelberg PDF Report
Maximum dot area 355% is above the 320% threshold

Heidelberg PDF Report
Color image resolution 243 dpi is below 260 dpi

Heidelberg PDF Report
Color image resolution 243 dpi is below 260 dpi



9

Heidelberg PDF Report
Image is indexed - Color space: Device CMYK



10

Heidelberg PDF Report
Image is indexed - Color space: Device CMYK



zwody

zwody

      

Wyrównanie potencjałów 
ochrony odgromowej
Odgromnik (SPD Typ 1) lub
Ogranicznik kombinowany T1+T2+T3

Lokalne wyrównanie potencjałów
Ogranicznik przepięć
(SPD Typ 2, SPD Typ 3)

Wyrównanie potencjałów 
ochrony odgromowej
Odgromnik (SPD Typ 1)

Lokalne wyrównanie potencjałów
Ogranicznik przepięć
(SPD Typ 2, SPD Typ 3)

Strefa ochrony 
odgromowej

Elektromagnetyczny 
impuls łączeniowy 
(SEMP)

zasilanie system informatyczno-techniczny uziemienie

Legenda

11

Heidelberg PDF Report
Maximum dot area 400% is above the 320% threshold

Heidelberg PDF Report
Maximum dot area 400% is above the 320% threshold

Heidelberg PDF Report
Maximum dot area 400% is above the 320% threshold



zwody

zwody

      

Wyrównanie potencjałów 
ochrony odgromowej
Odgromnik (SPD Typ 1) lub
Ogranicznik kombinowany T1+T2+T3

Lokalne wyrównanie potencjałów
Ogranicznik przepięć
(SPD Typ 2, SPD Typ 3)

Wyrównanie potencjałów 
ochrony odgromowej
Odgromnik (SPD Typ 1)

Lokalne wyrównanie potencjałów
Ogranicznik przepięć
(SPD Typ 2, SPD Typ 3)

Strefa ochrony 
odgromowej

Elektromagnetyczny 
impuls łączeniowy 
(SEMP)

zasilanie system informatyczno-techniczny uziemienie

Legenda

12

Heidelberg PDF Report
Maximum dot area 329% is above the 320% threshold

Heidelberg PDF Report
Maximum dot area 358% is above the 320% threshold

Heidelberg PDF Report
Image is indexed - Color space: Device CMYK

Heidelberg PDF Report
Image is indexed - Color space: Device CMYK



13



14

Heidelberg PDF Report
Color image resolution 78 dpi is below 260 dpi



Nr. art. C821130244

15

Heidelberg PDF Report
Maximum dot area 398% is above the 320% threshold

Heidelberg PDF Report
Color image resolution 173 dpi is below 260 dpi

Heidelberg PDF Report
Maximum dot area 340% is above the 320% threshold

Heidelberg PDF Report
Color image resolution 242 dpi is below 260 dpi



16

Heidelberg PDF Report
Maximum dot area 396% is above the 320% threshold

Heidelberg PDF Report
Color image resolution 173 dpi is below 260 dpi

Heidelberg PDF Report
Maximum dot area 400% is above the 320% threshold

Heidelberg PDF Report
Image is indexed - Color space: Device CMYK

Heidelberg PDF Report
Image is indexed - Color space: Device CMYK



•	

•	

•	

•	

•	  

•	

•	   

•	

•	

•	

•	

•	  

•	

•	

•	   

   

    

    

•	

•	

•	

•	

•	

•	

•	   

•	

•	

•	

•	

•	  

•	

•	

•	   

17

Heidelberg PDF Report
Line weight 0.005 mm is below hairline threshold 0.010 mm





Prinect PDF Report 18.00.050 - 1 - 07/11/2025 09:29:53 AM


Document overview
File name: 869-10 Elektromobilnosc CONTENT.pdf
Title: -
Application: Adobe InDesign 19.4 (Windows)
Producer: Adobe PDF Library 17.0
Author: -
Created on: 07/08/2025 04:22:01 PM
Date Modified: 07/11/2025 08:24:26 AM
File Size: 27.1 MByte / 27741.8 KByte
Trapped: No
Output Intent: -
PDF/X Version: -
PDF Version: 1.6
Number of pages: 16
MediaBox: 224.82 x 311.82 mm
TrimBox: 210.00 x 297.00 mm


Summary Error Warning Fixed Info
Document - - - -
PDF/X - - - -
Pages - - - -
Colors - 11 - -
Fonts - - - -
Images - 11 6 -
Content - 1 - -


Colors
Maximum dot area 329% is above the 320% threshold #1 (11)
Maximum dot area 340% is above the 320% threshold #1 (14)
Maximum dot area 355% is above the 320% threshold #1 (7)
Maximum dot area 358% is above the 320% threshold #1 (11)
Maximum dot area 396% is above the 320% threshold #1 (15)
Maximum dot area 398% is above the 320% threshold #1 (14)
Maximum dot area 400% is above the 320% threshold #5 (5,10,15)


Images
Color image resolution 78 dpi is below 260 dpi #1 (13)
Color image resolution 157 dpi is below 260 dpi #1 (1)
Color image resolution 173 dpi is below 260 dpi #2 (14-15)
Color image resolution 210 dpi is below 260 dpi #1 (4)
Color image resolution 222 dpi is below 260 dpi #1 (4)
Color image resolution 242 dpi is below 260 dpi #1 (14)
Color image resolution 243 dpi is below 260 dpi #3 (3,7)
Color image resolution 245 dpi is below 260 dpi #1 (3)
Image is indexed - Color space: Device CMYK #6 (8-9,11,15)







Prinect PDF Report 18.00.050 - 2 - 07/11/2025 09:29:53 AM


Content
Line weight 0.005 mm is below hairline threshold 0.010 mm #1 (16)


Additional information
Settings used: Qualify_1


Color separations: 4
CMYK


Color spaces
DeviceCMYK / Separation / DeviceN


Fonts: 7
Arial-ItalicMT TrueType / WinAnsi / embedded subset
ArialMT Type1 / Custom / embedded subset
DINPro-LightItalic Type1 / Custom / embedded subset
DINPro-Medium Type1 / Custom / embedded subset
DINPro-MediumItalic Type1 / WinAnsi / embedded subset
DINPro-Regular Type1 / WinAnsi / embedded subset
DINPro-Regular Type1 / Custom / embedded subset





